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TEMPUS™ 

• 4, 6 , 8 Stations
• Indoor/Outdoor
• Armchair programming
• Local Wi-Fi (optional)
• Easy to install and to program

1 Back Module         
(with terminal board)

1 Programming 
Module
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TEMPUS
CONTROLLER

Features and benefits

LOCAL WI-FI READY (in option)

The optional Wi-Fi module enables the controller to 
be remotely monitored and accessed anywhere within 
range of your home wireless network device, and can 
be remotely controlled with a smartphone

Arm chair programming 
This feature gives you the opportunity to remove 
the controller from the wall and to program it from 
any room in the house. 

Modularity
Tempus is the only controller in the market with 
a modular option: this means that only 1 control 
unit can be purchased and used for the various 
versions (Basic / Plus) and for different irrigation 
systems (indoor and outdoor).

Design
Thanks to its colors and its look&feel modern and 
elegant, Tempus is also a furnishing accessory for 
your home.
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EASY TO PROGRAM

HELP Button

This very useful button will help you in 
programming by explaining what to do: the 
instruction manual will become superfluous

Simply and intuitive programming thanks to the 
dial with 4 options.
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Specifications

Dimensions

• 186 mm L x 140 mm A x 67mm P 
• Weight: 0,6 kg 

Electrical specifications

• Input power: 
   – 220 VAC, 50Hz
• Output power  
   – Max per station 24 VAC (0,25 A)
   – Max tot (including Master Valve): 24 VAC (0,325 A) 
• Operating Temperature: from -10° to 60° C

Technical specifications

• 2 independent programs
• 3 start times per program
• Watering time: from 1 min to 8 hours (1 min increase)
• Flexible irrigation programming:
   – Daily 
   – Weekly
   –Irrigation on even and odd days
   –Irrigation at 1 to 30 day intervals
• Rain delay programmable up to 31 days or “permanent” 
• Water Budget from 0% to 200%
• Stacking Program
• Automatic, semi-automatic and manual start
• Test program for all the stations
• Permanent Memory
• Rain sensor activation through switch
• The “Super Cap” option provides back up power for 
maintaining the current time and date in the event of 
a power cut for more than 24 hours (without needing 
batteries) 
• Help button (programming only) 
• Multilingual display (Italian, English, French, Spanish, 
German)
• CE Certified 

TEMPUS Assembled Series Model List

Model Description

TEMP-4
TEMP-6
TEMP-8

TEMP-4-EXT
TEMP-6-EXT
TEMP-8-EXT

4 stations, external transformer 220 VAC
6 stations, external transformer 220 VAC
8 stations, external transformer 220 VAC

4 stations, internal transformer 220 VAC
6 stations, internal  transformer 220 VAC
8 stations, internal transformer 220 VAC

S p e c i f y i n g  I n f o r m a t i o n —
T E M P U S  A s s e m b l e d  S e r i e s

TEMP-X-XXX
Model Station Cabinet Type

TEMP X XXX

TEMP - Assembled Tempus 
Controller

4 - 4 Stations
6 - 6 Stations
8 - 8 Stations

EXT—Outdoor               

Option

• Local Wi-Fi Ready 

Warranty

• 2 years

TEMPUS™

TEMPUS Modular Series Model List

Model Description

TEMP-MOD

TEMP-B-4
TEMP-B-6
TEMP-B-8

TEMP-B-4-EXT
TEMP-B-6-EXT
TEMP-B-8-EXT

Programming Module

Back Module 4 stations+ external transf. 220 VAC
Back Module 6 stations+ external transf. 220 VAC
Back Module 8 stations+ external transf. 220 VAC

Back Module 4 stations+ internal transf. 220 VAC
Back Module 6 stations+ internal transf. 220 VAC 
Back Module 8 stations+ internal transf. 220 VAC

Accessories

Model Description

TEMP-WF Local Wi-Fi module for Tempus

TEMP-XXX
Model Module

TEMP XXX

TEMP - Tempus Controller MOD - Programming 
Module

TEMP-X-X-XXX
Model Module Station Cabinet Type

TEMP X X XXX

TEMP - Tempus Controller B - Back Module 
+ transformer

4 - 4 Stations
6 - 6 Stations
8 - 8 Stations

EXT—Outdoor               

*Example: Tempus Controller 6 stations with external transformer would be specified: TEMP-MOD + TEMP-B-6
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